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326 IAC 20-25-4 Work Practice Standards

Authority:
Affected:

Section 4. (a) These work practice standards apply on or after the effective date of
this rule.  Each owner or operator of an affected source subject to this rule shall prepare
and maintain a written work practice implementation plan that addresses each of the work
practice standards presented in subsection (b) and (c) of this section.  The written work
practice implementation plan shall be available for inspection upon request.  If the
commissioner determines that the work practice implementation plan does not adequately
address each work practice standard or that the plan does not include sufficient
mechanisms for ensuring that the work practice standards are being implemented, the
commissioner may require the affected source to modify the plan.  Revisions or
modifications to the plan do not require a revision of the source’s Part 70 operating permit.

(b) The following general plant-wide work practices shall be followed.
(1) Solvents with no HAP content shall be used for clean-up operations.
(2) Storage and transfer containers for VOC and HAP containing materials shall be
kept covered when not in use.
(3) Solvents sprayed during clean-up or resin changes shall be directed into
containers.  Collection containers shall be kept closed when not in use and the waste
solvent shall be reused onsite or properly disposed offsite.
(4) Clean-up rags with solvent shall be stored, transported and disposed of in
containers that are sealed.
(5) Spray equipment shall be of a design that can be cleaned without requiring
solvent to be sprayed into the air.

(c) Each owner or operator of a source or process that formulates resin or gel coat
materials at the source shall comply with all of the following work practice standards:

(1) Use closed containers for the storage of the following:
(A) All production or tooling resins or gel coat materials (including waste
resin and gel coat materials). 
(B) Cleaning materials (including waste cleaning materials). 
(C) Resin-based core materials, putties, or adhesives.  
(D) Other materials that contain a HAP.

(2) A cover shall be in place on any tank, vat, or vessel with a capacity greater than
seven and five-tenths (7.5) liters (two (2) gallons), including containers in which
resin or gel coat materials are delivered to the facility, while resin or gel coats are
being formulated.  The cover shall meet all of the following requirements:

(A) The cover shall completely cover the tank, vat, or vessel opening except
an opening no larger than necessary to allow safe clearance for a mixer shaft.
(B) The cover shall extend at least one and three-tenths (1.3) centimeter (five-



tenths (0.5) inches) beyond the outer rim of the opening or be attached to the
rim.
(C) The cover shall remain closed unless adding or removing material or
when sampling or inspection procedures require access. 
(D) The cover shall be maintained in good condition such that, when in place,
the cover maintains contact with at least ninety percent (90%) of the
circumference of the rim.

(3) Emissions from carry out shall be minimized when a mixer used for formulation
of resin-based or gel coat-based material is being removed from a tank, vat, or vessel
by allowing the material contained in the mixer blades to drain back into the tank,
vat, or vessel before the mixer is completely removed from the tank, vat, or vessel. 
(Air Pollution Control Board; 326 IAC 20-25-4)


